
Spray Hoses

Washdown Service / MSHA Mine Spray Hose

HOSE DESIGNED FOR DUST CONTROL IN WATER SPRAY 
OPERATIONS AND UNDERGROUND MINING.

TUBE: NBR Synthetic Rubber (ARRM Class B) Yellow 
Color, MSHA approved, Pin-Pricked

REINFORCEMENT: 1 steel wire braid

TEMPERATURE: -40°Fto +212°F (-40°C to +100°C)

APPLICATION: For general washdown service as well as 
dust control in mining operations. 

FEATURES:
• Meets MSHA flame resistance requirements
• High visibility yellow cover
• Cover is weather and abrasion resistant
• Uses 12 Series Hose Couplings

PartNumber I.D. O.D. Reinf.

Plies

MaxW.P.@68°F Vacuum

@68°F

Weight Minimum Bend

Radius

Std. Length

(ft.)

in. mm in. mm PSI BAR lb.ft. KG/m in. mm

4183-0075-300 3/4 19.0 1.14 29.0 1. 1000 69.0 n/a 0.44 0.66 7.9 200 300

4183-0100-200 1 25.4 1.45 36.8 1 1000 69.0 n/a 0.65 0.96 9.8 250 200

Working pressure (W.P.) is temperature dependent.
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